





Full Mortise Hinges

Plain Bearing + Standard Weight ¢« Ternplate

For use on Medium Weight Doors Requiring Low Frequency Service
{Not for use with Door Closer)

1279

Steel with steel pin ANS]I AS133

1191

Brass with stalnless steel pin ANSI A2133
Stainless Steel with stainless steel pin ANSI A5133
Five knuckle non-rising removable pin with button tip and plug.
Specify screw requirements.

nnnnnnnnn

For Hospita! lype
prefix 'HI™ o
catalog number

antn‘g : ‘Avg:welght per case {Ibs)
Inches: i) eter 1atf6f-holes e Voo % .| Case- - | :Steel | SSteelBrass
2x2 51 x 51 0.083 4 Ve xB8-32 Yax 8 10 each 200 each 32 35
2V x 212 684 x 64 0.088 6 Ve x8-32 Yax 8 10 each 200 each 34 a9
3x3 76x 76 0.097 6 V2 x10-24 1% 9 2 each 100 each 37 40
ale x 318 89 x B9 0.119 6 Yo x10-24 ix9 2 each 100 each 66 72
4 x4 102 x 102 0.129 8 Vax12-24 1Vax 12 3 each 48 each 43 47
412 % 4 114 x 102 0.134 8 Y x12-24 1Vax 12 3 each 48 each 49 53
45 x 412 114 x 114 0.134 8 Ve x12-24 1Yax 12 3 gach 48 gach 55 60
5x4 127 x 102 0.145 8 Vax12-24 1Vax 12 3 each 24 sach 37 40
5 x 412 127 x 114 0.145 8 Vax12-24 1Vax 12 3 each 24 each 37 40
5x5 127 x 127 0.145 8 Vaxi2-24 1Vax 12 3 each 24 gach a7 40
8 x 414 152 x 114 0.160 10 Vax ¥a-20 12 x 14 3 each 24 gach 61 66
6x5 152 x 127 0.160 i0 Vax V4-20 1 x 14 3 gach 24 gach &1 66
6x6 152 » 152 0.160 10 Vax 4-20 V2 x 14 3 each 24 gach 61 66

Bail Bear.'ng Standard Weight « Template

dadium Weight Doors or Doors Requiring Medivm Frequency Service

BBI279

gel with steel pin ANSI ABY12

BB11S

Brass with stainless steel pin ANSI A2112

Stainless Steel with stainless steel pin ANSI A5112

Five knuckle two bali bearings non-rising removable pin with button tip and plug.
Specify screw requirements.

CB1191
Stainless Stasl with stainless steel pin ANSI A5112

Availabte in Hager's Rew SecureCaeat Litetime Finish in Bright Brass. Specify USISC when ordering.
Lontac! Hager Engineering For special appiicalions.

Five knuckle concealed bearings non-rising remevable pin with button tip and plug.
Specify screw reguirements.

BB1279 or
BB1191

prefix "HT to
calalog number

CB1191
SecureCoal
Liletime Finish

el uanitity ‘Avg welght per case (Ibs)
Inchees - liime , L ood: ox. - | "Cage .| “Steel’ | SSteel/Brass
32 x 3Ve 89 x 89 0.119 6 Vax 10 24 i%x9 2 each 100 sach 66 72
4x4 02 x 102 0.129 8 Va x 12-24 iVax 12 3 each 48 each 43 47
Ao x 4 114 x 102 0,134 8 Vo x 12.24 1 x 12 3 each 48 each 65 60
41/ % 41% t1t4x114 0.134 8 Yo x 12-24 1Vax 12 3 each 48 each 55 60
5x4 127 % 102 0.145 8 Vo x 12-24 e x 12 3 each 24 each a7 40
5 x 4V 127 x 114 0.145 8 Va x 12-24 Wax 12 3 sach 24 each 37 40
5 x5 127 x 127 0.145 8 Vax 12-24 1V x 12 3 each 24 each a7 40
6 x 42 152 % 114 0.160 10 V5 x 1/4-20 Vax 14 3 each 24 each 57 62
6x5 152 x 127 0.160 10 Ve x 1/4-20 e x 14 3 each 24 pach 57 62
Bx8 152 x 152 0.160 10 Vo x 1/4-20 12 x 14 3 each 24 each - B7 82

Hinge 1esliﬂg conforms 1o ANSI A156.1. Furnished with screw hole localions that conform to slandards approved by ANS A156.7.

”THEFIRSTFAMILY OF SUPERIOR HARDWARE” e 2102



FALCON

Locks & Security Products

aver

Levers are solid pressure cast zinc, finished to match mating parts. Roses are wrought brass or bronze installed over steel through-bolted

rose inserts. Pressure Release™ levers are standard. Levers are secured by a spring-loaded retainer. Retainer cannot be depressed when
locks have been locked.

A

% Avalon

Quantum 3L;

Abrasive Coated Levers

All levers are available with abrasive coating along the length
of the lever to identify entrances to hazardous areas far the

handicapped. To order add: “with abrasive coated outer lever”
in detail section of order.

Questions? Cal: 800-266-4456 7 FAX: 800-777-8229/ ar e-mall info@falconlock .com n
Falcon Lock Company 2650 Orbiter Street Brea, CA 92821-6265 / Visit us on the Intemet at www.falconlock.com @R secunty & Safety.




I FALCON

Locks & Security Products

To order Falcon T Series locksets, please consult page 4 for ordering information and assistance.
8 Indicates interchangeable core available.

Passage/Closet Latchset F754
Latch balt by levers at all times.

Privacy Lock F76-
Latch bolt by levers, Qutside lever locked by push button in inside fever. Rotating inside

lever or closing door releases push button, Emergency release in outside lever

unlocks door.

ClosetLock
Deadlocking latch bolt by turn knob inside or lever cutside except when outside lever
is locked by key.

Classroom Security Lock Fag-i
Deadlocking latch bolt by levers except when outside lever is locked by key inside,
then by key outside. Inside lever is always free.

Asylum Lock F874
Deadlocking latch bolt operated by key in lever from either side. Both
levers always inoperable.

Entry Lock F821
Push button locking. Button on inside locks outside lever until unlocked by key or by
rotating inside lever. inside lever always free. Deadlocking latch bolt.

Entry/Office Lock F1094
Turn/push button locking, Pushing and turning button facks outside lever requiring use

of key until button is manually unlocked. Push buttar locking. Pushing button locks

ouitside lever until unfocked by key or by rotating inside lever. Inside lever always free.
Deadlocking latch bolt.

Office Lock Fau
Turn button locking. Turning button locks outside lever requiring use of key
unti] button is manually unlocked. Inside lever always free, Deadlocking latch boit.

Classroom Lock F84-1
Deadlocking latch bolt by fevers. Outside lever is locked by key in outside lever. Inside
lever is always free.

Questions? Call: 800-266-4456 / FAX: BOO-777-8229 / or e-mall info@falconlock.com /j
Falcon Lock Company 2650 Orbiter Street Brea, CA 92821-6265 / Visitus on the internet at wwwi.falconfock.com @ Securily & Safely.




SFALCON

Locks & Security Products

To order Falcon T Series locksets, please consult page 3 for ordering information and assistance.
8 indicates interchangeable core available.

Dormitory Lock F90-1
Deadlocking latch bolt by fevers except when locked by push button in

8 inside fever, Key in outside lever locks or unlocks outside lever and releases
button. Closing door releases push button. Inside lever always free.

Storeroom Lock F86-
O Deadiocking latch bolt by lever inside or key outside. Outside leveris
inoperable. inside lever always free.

Storeroom (Electrified -- Fail Safe)
Latch bolt operated by tever from either side except when outer lever
D is electrically locked. When outer lever is locked (inoperable), latch
bolt retracted by key in cylinder outside. 24 volt DC 185 Amps, continuous duty.

Storeroom (Electrified — Fail Secure}
Deadlocking latch bolt operated by lever inside at all times. Qutside lever
8 inoperable until electrically unlocked, then latch bolt from either side. When
outside lever is inoperable latch bolt retracted by key in cylinder outside.
24 volt DC 185 Amps, continuous duty.

Dummy Trim
Single Trim-surface moumnted rigid lever,

Questions? Call; 800-266-4456 / FAX; 800-777-8229 / or e-mall info@falconlock.com
Falcon Lock Cormpany 2650 Orbiter Street Brea, CA 92821-6265 / Visit us on the Internet at wwwifalconiock.com

R security & Salety.




FALCON

Locks & Security Products

- T Series

The Falcon T Series accepts the following competitors standard 6 pin cylinders and interchangeable cores:

Standard 6 Pin Cylinders* I/C (Removable) Cores®

* Arrow * Lori * Sargent - + Arrow * Medeco 32 Series
* Assa » Medeco + Schlage * Best + Peaks (Kaba)

« CorbinRusswin  * Primus (Schlage)  « Yale + Corbin Russwin = Primus (Schlage)

* Medeco Keymark

*Locks must be medified for some cylinders. Be sure 1o specify manufacturer when ordering,

Falcon oter

Catalog Numb

CB06 For usein all T Series I/C Keyed Locks — 6 pin (cover style)
C607 For usein all T Series I/C Keyed Locks — 7 pin (cover style)
CB806 For usein all T Series 1/C Keyed Locks — 6 pin (cap style)
(B807 For use in all T Series 1/C Keyed Locks — 7 pin{cap style)

Note: Specify finish: 606 or 626,

Interchangeable 1n!erchangea|e
Care Cover Style Core Cap Style

A23151-05 A23161-05 A23171-05 Al Except 381 1/5, 571
A23151-06 A23161-06 A23171-06 381 Inside Cyfinder
A23151-07 A23161-07 A2317107 571

Note: Specify finish; 606 or 626.
Specify keyway: “E", “G" (stendard), "H', K", "L, "N", "P".

Standard Cylinder

Guestions? Call: 80D-266-4456 / FAX: BO0-777-8229 / or e-mail info@fatconlock.com )
Faleon Lock Cornpany 2650 Orbiter Street Brea, CA 92821-6265 / Visit us on the Intemnet at wwaw.falconfock.com @R secunity & Safely.




Full Cover

How to Order

Identify the desired closer size, cylinder function, cover
option, arm option, fastener pack and finish.

ALUM
BRASS

Slim Cover

Applications
B ANSI/BHMA A156.4, Grade |

B SC80 closers ase suitable for interior doors from 307 to 54° wide
and exterior doors up to 42" wide.
E SC81 closers are suitable for interior doors up to 48 wide and

pp— ' — can be adjusted to meet the ADA accessibility requirements.

4345 Plate, SCBO-18T) ALUM, DKBRZ, BRASS B UL10C approved all weather fiuid

4348 Plate, SC80-18PA ALUM, DKBRZ, BRASS PP

- - B Ten year warranty
* Fits both slim and full covers
Regular Arm {Pull Side)
Baa _ . 1 314 118
222mm ~ 180 44 mm 29 mm 1

12 .
305 mm = 120

* + e ? gS
15 } L

25 mm ‘?:’
19 mm
] W S -
5 :;:m 305 mm
146 mm= 120
Questions? Call: §00-815-1517 | FAX: 800-666-0472
Dor-0-Matic 121 W. Railroad Avenue PO. Box 100 Princeton, IL 61356 @ Ingersoll Rand

Security Trohnologics




DOR-O-MATIC.

Door Hardware Made Easy!

Top Jamb {Push Side}

13 o = 180°
330 mm
S7m .
149 mm = 120
(—) )
19 mm

B1ir

{a 216mm = 180
2114 1142

44 mm 57 mm 200 mm = 120°

Parallel Arm (Push Side)

—€;5f16 @
176 mm = 180

81118 .
Emm = 120

L

I e= = ==
1450‘?;”1 1ﬁmmm gg*
| Y ¢

-~ 4-—‘ + |
1 2 — .
3303 mm ‘E&% =180

3 .
g =120

Questions? Call: B0O-815-1517 { FAX: 800-668-0472
Dor-O-Matic 121 W. Rallroad Avenue PO. Box 100 Princeton, It 61356 @iﬂgeﬂsafﬂhnd

Secunry Technologies




Vandlgard® Clutching
Lever Design
minimizes damage

from vandalism

PRO Series PROgrammable Locks
PRO5100 Cylindrical, PRO5500 Mortise and PRO5700 Unit Locks

Morlise Cylinder

Convenient
and Hexible
programming

Battery Powered or Hardwired
4 standard "AA” balleries

Cylindrical Model PRO5100

PRO Series Manually Programmable Locks from Schlage are
keypad programmable, stand alone locking solution that
provides basic access control in both retrefit and new
construction instaliations.

These unique focks eliminate the need to provide keys 1o
authorized personnel for entry. It also eliminates high rekeying
costs associaled with lost, stolen or non-returned keys. PRO
locks allow for manuat programming of up to 120 individual 3 1o
8 digit access codes. Adding and deleting codes can be dong al
the keypad within seconds. PRO locks cornplemnent additional
products available from Ingersoll Rand Security Technologies —
PRO993 exit trim from Von Duprin® and PRO+ keypads from
Sehlage Locknetics.

Schlage PRO locks are avaifable in cylindrical, mostise laich,
mortise AutoBoit® and even unit lock designs and are powered
by 4 standard "AA" hatteries. The 4 standard “AA” batteriss, on
average, provide greater than 80,000 activations. Also available
with hardwired option for high use or extremely cold climates.
PRO locks utilize standard ANS! cylindrical door preps with
minor modifications. installation is simple and quick.

When looking for a basic and flexible access conirol system that
is easy to install, operate and maintain, all while mesting
your budgetary requirements, PRO lccks from Schlage are
your solution.

Benefits of Using Schiage PRO Series Locks
* Provides basic, flexible access confrof '

e Lasy lo retrofit

* Fasy fo install and maintain

» Befter controf

G@ Ingersoll Rand

Security Technologies

Questions? Call: 866-322-1237 = FAX: B66-322-1233 - Visit us on the Internet at www.ingersolirand.cem
Ingersall Rand Security Technologies » 575 Birch Street » Forestville, CT 06010

E19



PRO Series PROgrammable Locks
PRO5100 Cylindrical, PRO5500 Mortise and PRO5700 Unit Locks
—— R

Provides Basic, Flexihle Access Conirol and Easy to Retrofit

« Can accept up to 120 unique three to eight digit access codes

« Quick and easy addition and deletion of access codes right
at the keypad

« Mortise cylinder provides emergency key override and integrates
with exisling master key systems

PRQ Series Lock

Broad Range of Applications

F = S
: v e

» Available in 5 finishes™
* Available in 2 lever siyles

e » Available in;
626 505 612 513 525 -
Safin Ghrome  Bright Brass  SalinBronze il Rubbed Bright Chrome - Cylindrical
{slandard} Branze .
- Mortise faich
- Mortise AutoBolt®
- Unit lack

» Furnished standard with 1'/" Schlage Everest® emergency
override cylinder, adaptable to other existing key systems

17 Sparta {slandard) 06 Rhodes NOTE:Other Manufaciurers' 14" cylinders with straight camm can 3150 be
used as emergency override cylinders

Hardwired Lock Ratings:
0.5 amps @ 12 VAG/DC
0.5 amps @ 24 VAC/NDC

{'4" Schiage Small Formal Schiage® Large Format

Cylindrical  Monise Mortise AutaBoit® Unil Lock Everest (123 Inferchangeable Interchangeable
Latch holt  Latshbolt  1* deadbolt For Relrofit Keyway Cylinder Cora Housing Core Housing
172" and 3/4" 3/4" Latch  automatically applications (standard)
Latch projects upon door
closure, providing a
high level of security.
* Unit Lock available in 626 Salin Chiema only
E20 Questions? Call: 866-322-1237 + FAX: 866-322-1233 » Visit us on the Interngt at www.ingersclirand.com @ Ingersoll Rand

Ingersoli Rand Security Teshaologies « 575 Birch Street + Forestvilla, CT 06010 Sevurity Techrologics



PRO Series PROgrammable Locks
PR05100 Cylindrical, PRO5500 Mortise and PR05700 Unit Locks

Easy to Install and Easy to Mainiain

¢ Reduces installalion and maintenance costs

* Battery powered, requires 4 standard “AA” batteries
which provide greater than 80,000 activations

¢ UL listed for fire doors
* Designed to meet ANSI/BHMA Grade 1 requirements

from force or extreme abuse

Vandigard®
ing Lev * Weather resistant gasket for exterior appications

Clutching Lever
Design

PRO5160
Cylindrical Lock

Beiter Control

» |ntegrales into facility master key sysiem
* |ssue codes instead of keys

« Maintain access control by assigning individual codes
to each authorized user

» Add, delete or change codes easily and often

PRO5100
Cylindrical Lock

(’ﬁ) ingersoll Rand Questions? Call: 866-322-1237 » FAX: 866-322-1233 » Visit us on the internet al www.ingersollrand.com
" security Technologies Ingersoll Rand Security Technologies » 575 Birch Street « Forestville, CT 5010

* Vandlgard® clutching lever design prevents damage o lever

E21




PRO Series PROgrammable Locks
PR0O5100 Cylindrical, PRO5500 Mortise and PR0O5700 Unit Locks

How To Order PRO Series Manually Programmabhie Locks

PR05196 ~ BP — 17 — RH - KD - 626 — SLB

Select Power and Mode
Seleci Lever Skyle

Select Handing

Select Key Gylinder Oplion

Selecl Model , ‘ }

Selecl Finish

Select Oplions

3/4" Latchbolt BTG
PRO5594 Mortise Classroom/ Storeroom §12 Satin Bronze
1" AuloBolt®
PROS5796 Unit Lock Classroom/ Storeroom g;g g:ig?‘f%b:r%g;onze
2. Select Power and Mode _
BP  Battery powered 7. Select Options
FSE Hardwired, fail secure
FSA Hardwired, fail safe EG Exterior Gaskat
3. lect Lever- DOOR THICKNESS 1-3/4" (standard)
Sparta (sfandard) DOOR THICKNESS 1-3/8" 10 2-3/4°
Rhedes {available in 1/8” increments)
PROS5100 Gylindical Locks
P SLB  2-3/4" backset, 1/2" laich bolt (standard)
4. Select Handing DLB  2-3/8" backset, 1/2" latch bolt
RH  Right Hand {standard) ELB 2-3/4" backset, 3/4" fatch bolt
EH  Left Hand

RHR Right Hand Reverse
LHR Left Hand Reverse

Note: Handing is field reversible

5. Select Key Cylinder Oplion

KD  1-1/4° Schiage Everest® Cylinder (C123 Keyway) {standard)
LC Less CyEmder

LFS Large Format Cyhnder Housmg

l
o

Nole: Order maslerkeyed cylinder separately

E22 Questions? Call: 866-322-1237 » FAX: B66-322-1233 + Visit us on the Inlerast at www.ingersolirand.com
Ingersoll Rand Security Technologies » 575 Birch Streel « Forestville, CT 06010

(’.@ Ingersoll Rand

Secunity Technologies




Serieswfl? 0ff§_et Push &7 ,P,l,'," Bars

Series 47 Offset Single Bar Sets

Material:  Aluminum, Brass, Bronze, or Stainless Steel

Finishes: Available in standard architectural finishes, US32DBIC, US32D316, US32316,
white (WPC), red (RPC), and black {BPC) powder coat finishes {see page 7).
*US3LIFETIME available on select product below.

Mounting: Pull Push Common Mounting
Door . FreeEnd FreeEnd End  Deseription ___ _ __ Spec. No.
Metal & Wood 1 i 5 Back to Back & Thru Bolt T3+*
Metal 17 6 16 Back to Back & Concealed T4
Wood 8 8 5 Back to Back & Concealed T5
Metal & Wood 12 12 5 Back to Back & Decorative Bolt T1
Glass 15 15 13 Back to Back & Thru Bolt T2

*#* T3 is the standard mounting method for Metal and Wood Doars,
NOTE: See page A10 for detailed mounting drawings.

Ordering:  Specify product numbes, mounting, door type, push bar CTC, and finish
{i.e., BF16747 T3, wood door, 33" CTC, US32D316).

Other: See page A1 on “"How To" size push bars.

Options:  » Engraving "PUSH" or "PULL" (specify handing).
» Base plates available similar to those shown on page A12 — use BP prefix
(BPBF15747) when ordering.
» Heavy duty versions of most fastening types available — use suffix HD to
fastening type number (BF15647 T3HD).

Material Pull Push ANS]
~No.  Size  CTC  Projection Clearance  Projection _Clearance _ Weight  156.6
~ BFIS647  i"dia. 8 " 2% 2 th o 1240s. J504
A A"da. 9" 8% 2 4% 1260s. J504

1de 100 %% 2 2 4% 128ls. S50

,,,,,,,,,,, Tde T 3 % ® T 133hs 1504

BF1594 1" dia, 18" 34" 24" oYy 1%" 150lbs. 1504

@ Rockwood Manufacturing Company ©6/08
Phone: 800-458-2424




Offset Door Pulls
90° Offset Door Pulls
No. BF150, BF151, BF152

Material:  Aluminum, Brass, Bronze, or Stainless Steel

Finishes: Available in standard architectural finishes, US320B10,
US320316, US3231.6, white (WPC), red (RPC), and black
(BPC) powder coat finishes {see page 7).

Fastener: %-20 x 2% Thru Bolt & Finish Washer {standard 1%”

door.
Options:  » Back to back mounting in pairs — use BTB suffix
and mounting type number (BF150BTB16}.
+» Concealed mounting single pulls — use C suffix
and mounting type number (BF150C17),
: « Advise if door thickness is other than 13",
+ See page B26 for mounting selection {standard duty
%-20).
1 Material ANSI
No.  Size  CIC  Overall  Base Projection Clearance Offset  Weight — A156.6
BFIS0  %dia, 8" 8% W ¥ 2w 3 23bs.  JAO2
BFAS1  %tdia 10" 40%' W' 3" 2% 8 25bs.  JA02
BRS2 Wi 12° 10 W 3K 2E % 2lbs )02

90° Offset Door Pulls
0. WY e . o

¥

Material:  Aluminum, Brass, Bronze, or Stainless Steel

Finishes: Available in standard architectural finishes, US320DBI0,
US32D316,US32316, white (WPC),
red {RPC), and black {BPC) powder coat finishes (see
page 7). *USSLIFETIME available on select product below.

Fastener: %-20 x 2% Thru Bolt & Finish Washer (standard 1%"
door).

Options: Back to back mounting in pairs — use BTB suffix
and mounting type number (BF156BTB16).
+ Concealed mounting single pulls — use C suffix

and mounting type number (BF156C17),
ﬁ » Advise if door thickness is other than 1%".
* Heavy duty versions of most fastening types
available — use suffix HD to fastening type

number (BF156BTB16HD).
+ See page B26 for mounting selection (standard duty
%-20).
Features: Recommended for ADA openings.
Material ANSI
No. Size.  CTC  Overall _ Base  Projection Clearance Offset ~ Weight  A156.6
BF156 1" dia. g" 1 2% 4 39%bs. 1402
3 A\ 1"da. 9" 10" 1" 3 2% 4" Alibs.  J402
‘ 1"dia. 10" 11" 1" 3% 25 & 431bs.  J402
CBRET Adie 42" a3t 10 8% 2% 4 A8ks. A2
- BF159 1" dia. 18" 19" 1" In 2n" 4° 651bs.  J402

@ Rockwood Manufacturing Company ©6/08
Phone: BO0-458-2424



. Wall Stops

Wrought Wall Stops
No. 4086, 407, 408

Material: Wrought Brass, Bronze, and Stainless Steel with
DuraHlex Bumper

Finishes: Available in standard architectural finishes (see
page 7).

Features: Concealed mounting, convex bumper. Back plate
prevents damage to wall,

ANSI
No.  Bumper Fastener Sz Welght  AL56.16
406 * Comvex  #8x1%TH SMS, plastic toggle 244" dia., %" projection _ 1.81bs./40 102101
407 Convex  #8x1RHWS, plastic anchor 2" dia., %" projection ~ 1.81bs./10 ~ 102101
408  Convex 832 x1THMS, lead anchor 24" dia., %" projection 181bs./10 102401

Wrought Wall Stops

()

Material: Wrought Brass, Bronze, and Stainless Steef with
DuraHex Bumper

Finishes: Available in standard architectural finishes (see
page 7).

Features: Concealed mounting, concave bumper. Back plate
prevents damage to wall.

Options:  DuraFlex Bumper available in standard grey or
optional black,

ANS|

o Bumper Fastener Size  Weight  A156.16
)} Concave  #8 x 1% TH SMS, plastic toggle ~ 2%" dia., %" projection ~ 1.81bs./10 102251
_Concave  #8 x 1 RH WS, plastic anchor 24" dia,, 4" projection  1.81bs./10 102251

411  Concave 832 x 1 THMS, lead anchor %" dia., %" projection ~ 1.81bs,/10 102254

Wrought Wall Stop
No. 426

Material: Wrought Brass and Stainless Steel with DuraFlex
Bumper

Finishes: US3, US32D
Other: Concealed mounting.

ANSI
No.  Bumper  Fastener Size Weight A156.16

426  Concave #8x1%TH SMS, plastic toggle 1%" dia., 1" projection 231bs./10 102251
and plastic anchor

Rockwood Manufacturing Company ©6/08
Phone: 800-458-2424




No.  Fastener

455  3ea #8x% OHSMS

No,  Fastener

456 3ea #8x%OHSMS

No.  Fastener
456L  3ea. #8x % OH SMS

Rockwood Manufacturing Company
Phone: 800458-2424

Roller Stops
Curved Roller Stop
No. 455

Material:  Solid Cast Brass with DuraFlex Bumper
Finishes: Available in standard architectural finishes

{see page 7).
Features: For use where doors swing into each other at
odd angles.
_Base  Projection  Weight ANSIA156.16
1%" x 2%" 3" 5.6 1bs./10 Lo2211

Straight Roller Stop
No. 456

Material:  Solid Cast Brass with DuraFlex Bumper
Finishes: Available in standard architectural finishes (see

page 7).
Features: For use where doors swing into each other at
right angles.
Base  Projection  Weight ~ ANS|A156.16
2" dia. 4%e" 5.3 bs./10 102194

Straight Roller Stop
No. 456L

Material:  Solid Cast Brass with DuraFlex Bumper
Finishes: Available in standard architectural finishes (see

page 7).
Features: For use where doors swing into each other at
right angles.
Base , Projection Weight ANSI A156.16
2" dia, 6%’ 5.3 bs./10 L02191

©6/08



B500 Series Deadbolt

The B500 Series deadbolt from Schiage is the toughest, most
versatile deadbolt in the business, Designed by locksmiths for
locksmiths, the B500 Series deadbolt accepts every Schlage
cylinder on the market, fits virtuaily every door you service,
enhances lock strength on the jamb side of the door, and will
change forever the way you look at deadbolts.

B500 Specifications

Hose aad thumbtura kg screws

flose aad ADA pliaal themb N

Mouatieg screws

Steel ing plate

Adjostable backset deadbedt - Z3A% or 2314
17 Throw, with concealed hasdened steek rodler

Ut Histed fire cup
{{or fire rated locks)

&-pin cylinder

gasy installation
c_hpsfa_bl_éibacksét locks into place
i=pry shield protects latch

‘from attacks.

etal-dust-box provides deep
hc:horing-énd‘added strength

Wolhing:
¢ suited with virtually afl -

Matal dust hox rrintorcer
end #12 x 3" wood screws

Strike

Stiike screws

an)

Security Teéhﬁ_o_lqg_re




Applications: Auxiliary and primary locking for commercial and
residential buildings. B50Q Series locks are designed to meet
various security door preparations and functional requirements
determined by local codes and life safety regulations.

Certifications: ANSIA156.5, 2001, Grade 2. Available UL
Listed for three-hour fire deor.

Exposed Trim: Wrought brass or bronze, reinforced with steel
security insert.

Keying: &-pin tumbler standard with two keys per lock. Stock
focks are keyed 5- or 6-pin. Other keying options for B500 Series
available from the factory include master keying, grand master
keying and construction keying.

Daor range: 1-3/8" to 1-3/4” thick (35 mm to 44 mm)
standard. Available for over 1-3/4" to 2-1/4” and over 2-1/4
to 4” assembled to order.

Backset: 2-3/8” (60 mm) or 2-3/4” (70 mm) adjustable
backset standard. 5" fixed set also available.

Deadbolts and Strikes: B500 Series deadbolts and strikes
have brass bronze or steel faceplates, fuinished in compatible
lock trim finishes.

Deadbolts: 17 x 2-1/4" (25 mm x 57 mm) square comer, 1"
{25 mm) throw standard. Circular drive-in, round corner, 1-1/87
square corner, and Triple Option deadbolts also available.

Strikes: Square corner 1-1/8” x 2-3/4” (29 mm x 70 mm}
strike, no lip, furnished with metal dust box standard. ANSI
1-1/47 x 4-7/8" with 1-3/16" (30 mm) lip, drive-in and
full lip strikes also avaitable.

Adapter Rings: Trim ring with anti-pry shield standard,
2-1/2" {63 mm) outer diameter. Removable to fit 1-1/27
crosshore door preps.

B520-649 (for BS60 and B562)
B520-650 for interchangeable cores)

Finishes:

Sl T
609 612 613
Bright Brass  Antique Brass Satin Bronze  Oif Rubbed
Bronze

626 716
Satin Nickel  Bright Chrome Satin Chrome  Aged Bronze

B-500 Series Functions:

- B560 - Single Cylinder Deadbolt Lock

+ B561 - One-Way Deadbolt Lock

+ B562 - Double Cylinder Deadbolt Lock

» B563 - Classroom Deadbolt Lock

+ B571 - Door Boit Occupancy Indicator

+ B580 - Door Bolt (no outside trim)

+ B581 - Door Bolt (with ocutside blank plate)
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8 Used in conjunction with surface applued vertical rod exn devme or @5 a stop and a seal at the bottom of door.

B To make an offset, use an elevalor (see page 15).
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B Extruded from high temperature silicone: effeclive between -100°F and 800°F. g $88,5Tand SM are air infilration tested in accordance with ASTM E-283-91,
B Seals begin compressing at 1/4" (388), 5/16" (§11), 3/6" (544, and can all be Al infiltration is only .09 CFM / ft of crack.
compressed sufficiently to seal openings with 1/16* gaps, making door [atching easy. B §711s designed for hollow metal and wood door meeling stile applications.
B Sell-extinguishing and non-loxic, Unaffected by sunkight, ozone, end ultraviolet rays. B8 $44s designed for tighter frames and demonstrates extremely low closing force.
Impervious fo fungus and mildew; will not deteriorale under normal exposure.
B Smoke fested by WYLE Laboratories in accordance with UL 1784-80; meels the
requirements of NFPA 105 "Installation of Smoke Control Door Assemblies”,
Meets FAR 25.853 Airworthiness Standards for Compartment Interiors.

m

84 is designed for tighter frames and demonstrates extremely tow dosmg force.
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seal openings with 1/16” gaps, making door latching easy. B Smoke tested by WYLE Laboratories in accordance with UL 1784-80; meets
B Excellent resistance to compression set, particularly at elevated temparatures the requirements of NFPA 105 "Inslaflation of Smoke Control

and for extended pariods of time, Door Assemblies”.
Stays flexible between -70°F and 250°F with very high resistance to & PK33 is designed for tighter frames and demonstrates exiremely low

flex fatigue. closing force,

= PK33is designed for tighter frames and demonstrates extremely low closing force. 8 PK55 S dwgned for bghlef frames and demonstrates extremely low dosing force.
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