M REMOVE ELECTRICAL PANELS
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REMOVE EXISTING REMOVE ALL INTERIOR
DOUBLE DOOR PARTITIONS AND WALLS
PREP OPENING FOR NEW SHOWN DOTTED

DOOR INSTALLATION \

DEMOLITION NOTES:

|
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| 1. REMOVE AND PROPERLY DISPOSE INTERIOR PARTITIONS SHOWN DOTTED.
| 2. REMOVE AND PROPERLY DISPOSE SUSPENDED ACOUSTIC TILE CEILING,
_________ 3. REMOVE ALL CERAMIC TILE , VCT AND OTHER FLOORING. PREPARE EXISTING
| CONCRETE SLAB TO RECEIVE NEW FINISH FLOORING
| 4. REMOVE ALL PLUMBING FIXTURES. CAP UNUSED PLUMBING LINES BELOW SLAB
OR WITHIN PARTITIONS
| 5. REMOVE GAS SUPPLY PIPING . CAP PIPE AT GAS METER OUDSIDE OF BUILDING
6. REMOVE CEILING DIFFUSERS AND ALL DUCTWORK.
| 7. REMOVE LIGHT FIXTURES AND ABANDONED CONDUITS AND WIRING
8. PROPERLY DISPOSE REMOVED MATERIAL
| 9. DEMOLITION WORK SHALL COMPLY WITH REQUIREMENTS OF NFPA 241.
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REMOVE EXISTING
FIRE «

DEMOLITION NOTES:

REMOVE ALL INTERIOR 1. REMOVE AND PROPERLY DISPOSE INTERIOR PARTITIONS SHOWN DOTTED.

PARTITIONS AND WALLS 2. REMOVE AND PROPERLY DISPOSE SUSPENDED ACOUSTIC TILE CEILING,

SHOWN DOTTED 3. REMOVE ALL CERAMIC TILE , VCT AND OTHER FLOORING. PREPARE EXISTING

CONCRETE SLAB TO RECEIVE NEW FINISH FLOORING

4. REMOVE ALL PLUMBING FIXTURES. CAP UNUSED PLUMBING LINES BELOW SLAB
OR WITHIN PARTITIONS

. REMOVE GAS SUPPLY PIPING . CAP PIPE AT GAS METER OUDSIDE OF BUILDING

REMOVE CEILING DIFFUSERS AND ALL DUCTWORK.

.REMOVE LIGHT FIXTURES AND ABANDONED CONDUITS AND WIRING

. PROPERLY DISPOSE REMOVED MATERIAL

. DEMOLITION WORK SHALL COMPLY WITH REQUIREMENTS OF NFPA 241.

REMOVE ELECTRICAL
SWITCH GEAR AND PANELS
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