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SITE KEY PLAN

COLONIAL DRIVE

SCOPE OF 
WORK

THIS MATERIAL IS COPYRIGHTED BY ROJO ARCHITECTURE. ANY REPRODUCTION, COPYING OR ANY 
OTHER USE OF THIS MATERIAL WITHOUT THE EXPRESS WRITTEN CONSENT OF ROJO ARCHITECTURE IS 
PROHIBITED AND CONSTITUTES A VIOLATION OF FEDERAL COPYRIGHT ACT OF 1976 (TITLE 17 U.S. CODE). 
VIOLATORS WILL BE SUBJECT TO LEGAL ACTION.

OWNER / CONTRACTOR / OWNER REPRESENTATIVE WILL SECURE ALL BUILDING PERMITS, INSPECTIONS & 
CERTIFICATE OF OCCUPANCY, NECESSARY FOR THE CONSTRUCTION OF THE SPACE.

IT SHALL BE THE RESPONSABILITY OF THE CONTRACTOR TO ENSURE THAT ALL WORK IS IN COMPLIANCE 
WITH ALL BUILDING CODES, ORDINANCES AND REGULATIONS OF ALL CONSTITUTED PUBLIC AUTHORITIES 
HAVING JURISDICTION

CONTRACTOR SHALL VERIFY ALL CONDITIONS AND DIMENSIONS IN THE FIELD PRIOR TO COMMENCE 
ANY WORK AND NOTIFY THE ARCHITECT IMMEDIATELY OF ANY DISCREPANCIES AND BEFORE INCURRING 
ON ANY ADDITIONAL COST.

ALL PRODUCTS & CONSTRUCTION MATERIALS ARE TO BE DELIVERED IN A WAY THAT FACILITATES 
INSPECTION AND TESTING IN MANUFACTURER'S ORIGINAL, UNOPENED PROTECTIVE PACKAGING, 
LABELED FOR IDENTIFICATION.

ALL PRODUCTS & CONSTRUCTION MATERIALS TO BE STORED WITH PROTECTIVE PACKAGING TO PREVENT 
DAMAGE PRIOR TO INSTALLATION.

ALL PRODUCTS & CONSTRUCTION MATERIALS TO BE HANDLED TO PREVENT DAMAGES TO THEMSELVES 
AND TO OTHER SURFACES.

ALL EXTERIOR WALLS DIMENSIONED TO OUTSIDE FACE OF WALL.

ALL INTERIOR PARTITIONS DIMENSIONED TO CENTER LINE OF WALL. 

THE WRITTEN SCALES (i.e. 1/8" = 1'-0") APPLY TO FULL SIZE, UNREDUCED DRAWINGS. PRELIMINARY 
DRAWINGS MAY BE AT HALF SCALE.

FIGURED DIMENSIONS TAKE PRECEDENCE OVER SCALED MEASUREMENTS, DO NOT SCALE DRAWINGS. IF 
ANY DISCREPANCY CONTACT ARCHITECT.

DETAILED DRAWINGS AND LARGER SCALE DRAWINGS TAKE PRECEDENCE OVER SMALL SCALE 
DRAWINGS.

FOR CONSTRUCTION DETAILS NOT SHOWN, USE THE MANUFACTURER'S STANDARD DETAILS OR 
APPROVED SHOP DRAWINGS / DATA SHEETS.

ALL WORK AND FINISHED EQUIPMENT SHALL BE COMPLETE IN EVERY RESPECT AND SATISFACTORY TO THE 
OWNER AND ARCHITECT.

CONTRACTOR AND/OR SUBCONTRACTOR(S)  IS TO PATCH AND REPAIR ALL AREAS AFFECTED BY 
DEMOLITION AND/OR NEW CONSTRUCTION WITH MATERIALS AND METHODS TO MATCH EXISTING 
CONDITIONS AND PROVIDE A UNIFORM NEW APPEARANCE.

THE CONTRACTOR SHALL COORDINATE ALL WOOD BLOCKING, STEEL SUPPORTS AND ANY OTHER ITEMS 
WHICH ARE IMBEDDED IN DRYWALL PARTITIONS OR ENCLOSURES WHICH ARE RELATED TO HIS WORK OR 
THE WORK OF ANY SEPARATE CONTRACTORS. WHEN APPLICABLE, ALL WOOD BLOCKING, BRIDGING, 
BRACING, FRAMING, ETC. SHALL BE FIRE RETARDANT AS CALLED FOR BY THE APPLICABLE BUILDING 
CODE. CONTRACTOR MUST SUBMITT AFFIDAVITS OF SUCH FIRE RETARDATION TO THE ARCHITECT.

THE CONSTRUCTION OF ALL FIRE RATED WALLS SHALL CONFORM TO REFERENCED UNDERWRITERS 
LABORATORIES, INC. (U.L.) OR GYPSUM ASSOCIATION (G.A). REFER TO LIFE SAFETY PLANS AND TO FLOOR 
PLANS.

OTHER ASSEMBLIES OF THE SAME OR SIMILAR MATERIALS AND/OR PRODUCTS WHICH HAVE  PUBLISHED 
TEST BY U.L., FACTORY MUTUAL, GYPSUM ASSOCIATION OR OTHER TESTING SERVICES AND WHICH HAVE 
THE SAME OR GREATER HOURLY RATING MAY BE USED.  SUCH
OTHER ASSEMBLIES AND THIS TESTING SERVICE MUST BE ACCEPTED BY THE ARCHITECT AND APPLICABLE 
CODE ENFORCEMENT AUTHORITIES BEFORE INCORPORATION OF THE ASSEMBLY INTO THE PROJECT.

SEAL ALL PENETRATIONS WITH FIRESTOPPING AT ALL FIRE RATED WALLS/CORRIDORS TO PROVIDE A SEAL 
EQUAL TO OR GREATER THAN THE FIRE RATING OF THE WALL/CORRIDOR INDICATED.

PROVIDE TYPE "X" GWB AND UL RATED FIRESTOPPING SEALS AT ALL WALLS THAT GO TO THE DECK ABOVE 
AND ALL FIRE RATED CONDITIONS AS REQUIRED.

PROVIDE CAULK SEAL AT TOP OF ALL WALL ASSEMBLIES GOING TO DECK ABOVE THAT DO NOT HAVE 
FIRE RATED SEAL REQUIREMENTS.

THE STATEMENT "FIRE BARRIER PROTECT ALL OPENINGS" SHALL BE STENCILED ON ALL FIRE RATED WALLS 
REQUIRED TO HAVE PROTECTED OPENINGS.  APPLY SIGNS USING PERMANENT MARKERS OR PAINT.  
COLOR OF SIGNS SHALL BE BLACK; HEIGHT OF LETTERS SHALL BE 2"; LETTERS SHALL BE SOLID.  PLACE 
SIGNS NOT MORE THAN 20'-0" ON CENTER, AND AT EACH CHANGE IN WALL OR PARTITION DIRECTION.  
LOCATE SIGNS ABOVE CEILINGS AND IN CONCEALED LOCATIONS.

PROVIDE TYPE "X" GWB AND UL RATED FIRESTOPPING SEALS AT ALL WALLS THAT GO TO THE DECK ABOVE 
AND ALL FIRE RATED CONDITIONS AS REQUIRED.

AT ALL PARTITIONS, METAL STUD FRAMING SHALL EXTEND TO UNDERSIDE OF STRUCTURE ABOVE AND/OR 
STUD BRACING SHALL BE PROVIDED AS REQUIRED FOR SUPPORT.

ALL METAL STUDS TO BE CEMCO I.C.B.O. #3403-P 3 5/8" X 25 GA. AT 16" O.C. THROUGHOUT STORE AND 3 
5/8" X 25 GA AT 16" O.C. AT STOREFRONT U.O.N.  ALLOWABLE BRACED HEIGHTS AS PER CHART BELOW.

METAL STUD SIZE MAX. UNBRACED HEIGHT
3 5/8" X 25 GA 11'-3"
3 5/8" X 20 GA 14'-0"
3 5/8" X 16 GA 18'-0"
6" X 25 GA 16'-0"
6" X 20 GA 21'-0"
6" X 16 GA 25'-0"

ALL CONNECTION AND FASTENERS TO BE AS PER DETAILS.  ALL MANU. AND I.C.B.O. # TO BE STRICTLY 
ADHERED TO BY GC UNLESS APPROVAL FOR EQUAL SUBSTITUTION IS RECEIVED FROM THE BUILDING 
DEPARTMENT.

ALL GYP. WALL BOARD TO BE 5/8" TYPE "X" THROUGHOUT.  ATTACH W/ 1" TYPE S DRYWALL SCREWS 12" 
O.C. VERTICALLY AT STUDS AND 8" O.C. AROUND PERIMETER U.N.O.
 
FLOOR TRACT FOR METAL STUD PARTITIONS SHALL BE BUTT JOINTED, NOT CUT AND OVERLAPPED.

ANY SPECIAL INTERIOR AND EXTERIOR CONDITIONS TO BE SPECIFIED BY A SPECIALTY ENGINEER. 

FIELD WELDING OF STEEL STUDS SHOULD NOT BE PERMITTED, HOWEVER, WELDING OF 14 ga. STUDS AS 
PART OF SHOP DWGS MAY BE PERMITTED.

SITE IS TO BE CLEANED UPON COMPLETION OF PROJECT. REMOVE DUST, DEBRIS, OILS, STAINS, 
FINGERPRINTS AND LABELS FROM EXPOSED FINISHED SURFACES, INCLUDING GLAZING.

MAINTENANCE EXCLUSION:  THESE DRAWINGS WERE PREPARED FOR CONSTRUCTION PURPOSES ONLY. 
THESE DRAWINGS ARE NOT TO BE USED FOR MAINTENANCE PURPOSES AS ACTUAL CONDITIONS MAY 
VARY FROM THOSE ON DRAWINGS DUE TO CHANGE ORDER ALTERATIONS BY OTHERS, FIELD 
ADJUSTMENTS, ETC.

GC IS THE CONSTRUCTION PROFESSIONAL.  IT IS HIS/HER RESPONSIBILITY TO UNDERSTAND ALL ASPECTS 
OF THE DRAWINGS PRIOR TO CONSTRUCTION.  GC SHALL DISTRIBUTE DRAWINGS TO SUBCONTRACTORS 
AND COORDINATE ALL ASPECTS OF THE PROJECT PRIOR TO DEMOLITION AND CONSTRUCTION.  GC TO 
INFORM ARCHITECT IN ADVANCE OF DESCREPANCIES FOR RESOLUTION AND ALLOW PROPER RESPONSE 
TIME FOR ARCHITECT EVALUATION, ENGINEER COORDINATION, DESIGN, DRAWING, QUALITY CONTROL 
AND DISTRIBUTION.  THE ARCHITECT IS NOT RESPONSIBLE IN ANY WAY FOR DELAYS CAUSED BY LACK OF 
COORDINATION IN ADVANCE BY THE GC.


